SERVICES METER SHOP AT CONTRACTORS EXPENSE. TO BE PROVIDED BY CITY OF LYNNWOOD UTILITY.

1. MINIMUM VAULT INSIDE HEIGHT SHALL BE 84".
2. NEPTUNE PROTECTUS METERS SHALL HAVE A 6" MINIMUM CLEARANCE BETWEEN FLOOR AND LOWEST PART OF METER. ALL OTHERS SHALL HAVE 12" MINIMUM CLEARANCE.
3. MINIMUM CLEARANCE BETWEEN METER AND TOP OF VAULT SHALL BE 36".
4. BRAND AND STYLE OF METER TO BE PROVIDED BY CITY OF LYNNWOOD UTILITY SERVICES METER SHOP AT CONTRACTORS EXPENSE.
5. PIPING AND VALVES SHALL BE SUPPORTED BY POURED-IN-PLACE CONCRETE OR STEEL PIPE STANDS. THE NUMBER OF AND PLACEMENT OF SUPPORT STANDS TO BE DETERMINED BY CITY ENGINEER ACCORDING TO SIZE OF PIPE AND METER.
6. OS&Y VALVES SHALL HAVE A MINIMUM CLEARANCE OF 3" BETWEEN STEM AND TOP OF VAULT WHEN VALVE IS FULLY OPEN.